
TECHNICAL DATA
Optics Triplet lens, oil spaced, Calcium 

Fluorite middle element. Phan-
tom Group multicoated

Resolution 1.21"

Weight of telescope 
without tube rings

3,1 kg

Weight of lens 0.825 kg

Backfocus 150 mm (210 mm without tube)

Baffling multiple rib structure machined 
into the tube

Removable main-tube 
extension

60 mm

Tube-length incl. focuser 
(w. dew cap extended)

540 mm

Tube-length for trans-
portation

455 mm  

Balance Position, as 
measured from fully 
retracted focuser

260 mm

Diameter of dew cap 110 mm

Diameter of tube 99 mm
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Genuine Fluorite Apochromat in a compact mechanical design 
– the perfect  “Travel Companion” | weight 3.1 kg, backfocus 150mm (210mm)

Scope of Supply
•	Baader APO 95/560 CaF2 Travel Companion
•	Baader 2" Steeltrack RT 75mm travel , 1:10 reduction 
•	1¼" reducer 
•	60 mm removable tube extension to enlarge the  

backfocus for binocular viewing

tube rings optional (not included)
# 2300095

OPTIONAL ACCESSORIES

Hyperion Zoom Mark III 
8-24mm wide angle eyepiece

ClickLock 2“ diagonal  
for ultrafast attachment

99mm Ø tube rings  
with security lock, 0,73 kg

190mm 3“ flat bar
matching for #2305205, 0,34 kg

180mm Vixen dovetail bar
matching for #2305205, 0,25 kg

Flightcase (ABS-plastic)
with pockets f. various accessories

VarioFinder 10x60
incl. MQR IV finder holder

SkySurfer V red dot finder
inkl. Solar finder and finder holder
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